
Page 1/2ALFA PRO · alfa-pro.co.za

Ebfv distribution box terminal number

Overview
110045 The Sporlan Type BF-EBF-SBF balance ported thermostatic expansion valves
Sporlan Controls 110045 Sporlan Controls 110045 EBFV-AAA-C TXV Valve Sporla.

Key Takeaways
The number of terminals in an EBFV distribution box depends on conductor size,
current rating, and configuration, with at least one earth terminal required and
options for horizontal or vertical terminal strip alignment.Terminal Configuration

EBFV distribution boxes are designed to safely connect and distribute electrical power
in industrial or hazardous environments. The number of terminals is determined by
the maximum conductor size and maximum current the box is rated for. Typically,
these boxes include:

• Main terminals for power distribution to circuits

• Earth terminals: at least one is supplied, with a maximum of two earth bars (type
QS3) possible

• Alternative terminal types can be fitted depending on installation requirements The
terminal strips can be mounted horizontally or vertically, allowing flexibility in wiring
layout. Entries on sides C and D are usually directly opposite each other, facilitating
cable routing .
Installation Considerations
• The enclosure material (glass-fibre reinforced polyester SMC & DMC) ensures
stability and corrosion resistance
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• The threaded boreholes may vary at each end to accommodate different cable
entry configurations

• EEx e plug elements can be fitted if required for explosion-proof applications 
Practical Notes
• The exact number of terminals for a specific EBFV model should be confirmed with
the manufacturer or customer service, as it depends on the configured current rating
and conductor size

• Standard configurations are delivered fully assembled and ready for use, but
custom arrangements are possible for complex distribution networks In summary,
while the EBFV distribution box does not have a fixed terminal number, it is designed
to accommodate multiple terminals based on conductor size and current, with at
least one earth terminal and flexible mounting options for efficient power distribution
in industrial or hazardous areas .

Article Content

Consolidated 3500-1/2/3 EBV Series Electromatic Ball Valve System

Each block in the chart identifies a particular piece of equipment (i.e., the controller,
the control station, the actuator assembly, etc.),

Contact Us

Continue your research online:

Website: https://alfa-pro.co.za
Technical inquiry: https://alfa-pro.co.za/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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